
         
GUIDELINES FOR SUBMITTING EUB DIRECTIVE 56 

FOR FLEXPIPE LINE PIPE  

            
NEW PIPELINE PERMIT
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Section 7:   Technical Considerations

  

Item 3. The pipeline meets all current CSA Z662 standards :  
Check YES* Box 

 

Directive 56  Schedule 3.1

  

Under Section 1: Pipe Specification/Substance : (Example:  FP301 - 3 , 300 ANSI) 

 

Outside Diameter: 97.0     Wall Thickness:  9.9 
Mat: G        Type:  FPLP 
Grade: 301 (Grade 150 for FP150 pipe OR Grade 601 for FP601)    
MOP:  Your MOP      Stress Level: leave blank  
Joints:  M       IP: U 

   

FREESTANDING LINER PERMIT (pull through a failed pipeline)
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Section 6: License Amendment Only , Liner Installation, Liner Type:  

Check Other and add FPLP
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Section 1: Pipe Specification/Substance , fill out as follows:  

Outside Diameter: failed pipeline OD (pipe you area pulling Flexpipe through) 
Wall Thickness: failed pipeline wall thickness 
Mat: failed pipeline material code    Type:  failed pipeline type code 
Grade: failed pipeline grade code    MOP:  MOP of composite liner 
Stress Level: failed pipeline stress level   Joints:  W 
IP: L 

   

IMPORTANT! 
Please be sure to 

include a copy of the 
Flexpipe Product Data 

Sheet with each 
Flexpipe pipeline permit 

application. 








